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Outdoor Fixed Installation P6.67 I PB I P10 

Suitable for all outdoor locations, for example: various types of building exterior advertising, airport station 

advertising, government culture square, highway standing advertising,etc. 

Common Cathode Proposal Normal Proposal 

Pixel Pitch(mm) 6.67 8 10 

LED Lamp SMD2727 SMD2727 SMD2727 

Scan Mode 1/6 

Resolution ( dot/ ni) 22500 15625 10000 

Module Size(mm) 320*320 320*320 320*320 

Module Resolution 48*48 40*40 32*32 

Max. Consumption 332W/ni 295W/ni 368W/ni 

Ave. Consumption 116W/ni 105W/ni 128W/ni 

Brightness �6500cd/ni ；主5000cd/ni �7000cd/ni 

Cabinet Size(mm) 640*640*105 640*960* 105 

W/H/T 960*960*105 960*640* 105 

Viewing Ang le 140。／120。

Refresh Rate 法3840Hz

Greyscale 16bit 

Protection Level Front  IP68 

Maintenance Front  and rear

Authentication EMC/8 I SIPS E/FCC/CE/U L/CB 

Pixel Pitch(mm) 6.67 8 10 

LED Lamp SMD2727 SMD2727 SMD2727 

Scan Mode 1/6 1/5 1/2 

Resolution(dot/ ni) 22500 15625 10000 

Module Size(mm) 320*320 320*320 320*320 

Module Resolution 48*48 40*40 32*32 

Max. Consumption 830W/ni 738W/ni 918W/ni 

Ave. Consumption 290W/ni 258W/ni 320W/ni 

B「ightness 二罢6500cd/ni �5000cd/ni 注7000cd/ni

Cabinet Size(mm) 640*640*105 640*960* 105 

W/H/T 960*960*105 960*640* 105 

Viewing Angle 140。／120。

Refresh Rate 1920Hz 

Greyscale 16bit 

Protection Level Front  I P68 

Maintenance Front  and rear

Authentication Bl S/PSE/FCC/CE/UL/CB 

因 Fla me Resista nee 

IP68 Outdoor Protection Level 

Aluminum Material Proposal 

⑧ Front and Rear Maintenance 

Energy Saving and Low Power Consumption ⑤




